
FKK

PSx mini 
pellet igniter



Mini alumina ceramic 
high temperature igniter

Small but Powerful.
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New



As the standard PSx series, 
the PSx mini serie allow a 
substantialy fast ignition of 
wood pellet, wood chips and 
biomass in less than 200 s.
This is 40% slower than stan-
dard PSx series but nearly 
half the time of metal igniter.

Fast Lighting Made to last Simpler, cheaper

PSx alumina ceramic igniters 
are made to last for good 
and reduce maintenance. 
This type of igniter have pass 
150,000 cycles test and some 
are in use in pellet stove for 
more than 15 years.

Thanks to its compact size, 
simple shape and a new pro-
duction process we offer the 
mini version up to 30% chea-
per than standard version. it 
make it the perfect solution 
for cost constrained applica-
tion like low cost pellet stove.

With 82.5 mm the PSx mini 
is the shortest ceramic igni-
ter on the market. It allow 
easy integration without big 
compromise on  ignition qua-
lity. A compact design for a 
powerful solution.

Compact Japan quality Reduce emission

All PSx alumina ceramic igni-
ters are 100% made in Japan 
with components from  
Japanese company.
Besides, the PSx igniters 
are fully complying with 
TUV®company’s testing.
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Shorter

30%

Thanks to high surface tem-
perature of 950~980°C it 
allow high temperature of 
combustion and thus burn 
combustion residues   more 
efficiently and reduce harm-
ful emission.

FKK’s next innovation.
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Biomass hot surface igniters
Wood pellet, wood chips and biomass  hot surface ignition components

Compact / Low power

Non aging

Introducing the new ‘‘mini’’ PSx® series ceramic biomass igniters range, a new generation of compact, low power ceramic igniter 
for economic range pellet stove.

After the huge success that the standard PSx® series met, FKK Corporation R&D team worked on a new line so satisfy even more 
customers. The new ‘‘mini’’ PSx® series ceramic igniters is compact, low wattage and made to save on cost.

The PSx® series of ceramic igniters have proven to be the best for lighting wood pellet and biomass in stove, boiler and burner 
applications. The new mini series offer the same advantage in terms of life span, but with a substantially slower ignition speed, 
a smaller size (82.5mm), a lower power consumption (130W) and a pricing up to 30% cheaper than standard version.

Even with its small size and low power, the ‘‘mini’’ PSx® series ceramic igniter are faster to ignite compare to metal igniters. This 
makes them significantly more economical in use and maintenance cost.

The new ‘‘mini’’ PSx® series ceramic igniter production process have been improved to be produced faster, but also to be more 
environmental friendly and use less plastic or rubber parts.

•	 A fraction of the energy consumption compared to metal heater 
•	 Long lasting (non aging)
•	 Time to ignition 150~200 seconds (+60s compare to other PSx series)
•	 Tested to 30,000 cycles (mini series) and 150000 cycles for PSx series
•	 Easy to install and retrofit
•	 Fits any steel tube with an inner diameter of ≥18mm
•	 980°C at steady-state temperature
•	 Cannot overheat even with blower failure
•	 Fully electrically and thermaly insulated
•	 UL/CE certified wiring (250 °C heat resistant wire) 
•	 Impervious to oxidation and corrosion
•	 Ignite wood pellet, straw and other biomass
•	 Comply with RoHS, REACH regulation on Hazardous Subsctances

Ceramic ignition technology benefits

Made in Japan

Systems

•	 Wood pellet stove
•	 Wood pellet boiler
•	 Wood pellet burner
•	 Wood pellet BBQ
•	 Other biomass burner

Biomass igniter

Certification

•	 EN 60335
•	 RoHS / REACH

http://plug.fkk-corporation.com/images/2_Plugs/07_Pellet_Igniter/TUV_Rheinland_CE_Marking_EN60335_1.pdf
http://plug.fkk-corporation.com/images/2_Plugs/07_Pellet_Igniter/TUV_Rheinland_CE_Marking_ROHS_1.pdf
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A revolutionary way to ignite biomass

Hot air stream

Hot surface 950~980°C

Ambient air stream 25°C 

PSx series igniters revolutionize biomass heating appliances ignition process. FKK developed several types to fit in every 
appliances.

Tubular radiant structure type (Blowing air system: PSx-2 /PSx-7) ceramic igniters have a through hole that let air through the 
heating  element body. With this structure, ignition performance can be increase by 1.4 times compare to metal cartridge heater.

Hermetic radiant structure type (PSx-1 / PSx-6) ceramic igniters heat the surround air for indirect ignition of pellet. These models 
are economical and more easy to install into airtight systems.

Rising surface temperature

Nominal resistance: 113.70Ω
Inrush current: 2.02A (@230V/50Hz)
Current: 0.55A  (@230V/50Hz)
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PSx mini series igniters line up
A compact but powerful solution for biomass ignition

Heaters suitable for ignition of biomass, wood pellet, wood chips, wood log, for stoves, boilers and burners.

Application

Features

•	 Tested to 30,000 ON/OFF cycles.
•	 Fast ignition time
•	 Compact size
•	 Only consume 130W but ignite faster than metal igniter.
•	 Wiring available in UL certified version.

Line up

26mm ceramic flange
Hermetic radiant type

17.9 mm ceramic flange
Tubular structure type (Blowing air)

G3/8’’ threaded flange fixed on heater
Hermetic radiant type

G3/8’’ threaded flange fixed on heater
Tubular structure type (Blowing air)

PSx-mini-1

PSx-mini-2

PSx-mini-6

PSx-mini-7

Biomass igniter



Ve
r. 

20
21

/0
1/

01
 R

ev
.0

 E
N

7

Line up Unit (mm)

PSx-mini-1-240-W

130W - 970oC

Blow through system

130W - 970oC

Blow through system

130W - 970oC

130W Class - White coating alumina heaters (W)

Type Reference Flange type Heater length
(mm)

Available voltage 
(V)

Cable length
(mm)

130W

PSx-mini-1-240-B Ceramic 26mm 82.5 220~240V

200mm
PSx-mini-2-240-B Ceramic 17.9mm 82.5 220~240V

PSx-mini-6-240-B G3/8’’ flange 17mm 81.5 220~240V

PSx-mini-7-240-B G3/8’’ flange 17mm 81.5 220~240V

All drawings and data-sheets are available for download at  :   www.plug.fkk-corporation.com/en/download
You can also scan the QR code to go directly on the related page.
This catalog is also available in BG, CN, CZ, DE, DK, ES, EN, FR, GR, IT, JP, KR, NL, PL, RU, SE language.

Hermetic system

17.926

PSx-mini-6-240-W

19

130W - 970oC

Hermetic system

PSx-mini-2-240-W

PSx-mini-6-240-W
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http://www.plug.fkk-corporation.com/en/download


FKK Corporation
www.plug.fkk-corporation.com

Fuji Kogyo Corporation (FKK) Head office / Sales

11 Tsutsumisoto-cho Kisshoin 
Minami-ku, 601-8399 Kyoto, Japan

International department
TEL +81(0)75-314-8760
FAX +81(0)75-314-4167
international@fkk-corporation.com

http://www.plug.fkk-corporation.com

