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(Specifications)
f Properties Value Condition
A - g Voltage AC230V +15 % 50/60Hz
Turning on electricity
S 1.Rising time 820°C within =60s
20.5+1.5 2.Inrush current <2.2A Applied at AC230V and 23°C ambient
. 3.Minimum Wattage =100W temperature
- 4.Minimum temperature =820°C
"-f_3 Normal temperature resistance  |104.4~127.6Q 231 °C ambient temperature
8
~ AN\ 7774 Insulation resistance 250MQ Applied at both side of Heating
e T element DC500V at normal
temperature and humidity
Withstand voltage Current Leakage Applied at both side of Heating element
"~ e s s i == =5mA AC1500V for 1 s at normal temperature
SSNNNNNAN NS hspsrrs ] © and humidity rate
(] Caulking strength =29.4N The nickel wire has been clamp and
CROSS SECTION A-A ,}'{ (Nickel wire and lead wire) the lead part has been tested with
~ push-pull gauge
N~ Discontinuous conduction
Q (Heating element)
Lead wire tensile strength =29.4N The insulator is clamped and tensile
(Statements) is applied at both extremity of the
1. Without specific notice the ceramic element dimension lead wire.
tolerance shall be £0.5mm
2.This product comply with RoHS, REACH and EN 60335 (LVD) standard. NAME ..
PSx-mini-2-240-W
(FKK Pellet system heater)
6 | CONNECTOR 2 Ph-Bronze, pre-tinned 17289-M2 MATERIAL DATE
5 | LEAD WIRE 2 PFA, 250°C CFN-2,0.58Q, W 19/0.18 2020.01.27
4 | CERAMIC SEALING FUJICERAM-W FKK APPROVED THIRD ANGLE |CODE
3 | INSULATOR (B) 1 ALUMINA 95 non-Glaze CHECKED _E
2 | INSULATOR (A) 1 ALUMINA 95 non-Glaze CHARGED SCALE DRAWING NO. REV
1 | HEATING ELEMENT 1 ALUMINA(A473) W/230V DESIGNED| R.Toyokawa
NO. NAME PCS. DRAWING NO. | MATERIAL/DIMENSION| MODEL NUMBER OTHER DRAWN R.Toyokawa 1:1
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This drawings is the proprietary of FKK Corporation. In case of non-respect of the present term,

FKK may take action and ask for damages.
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